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1.DATA  SHEET

BAV101~BAV103

FEATURES

• Fast switching Speed.

• Surface Mount Package Ideally Suited For Automatic Insertion.

• Silicon Epitaxal Planar Construction.

• Pb free product are available : 99% Sn above can meet RoHS

   environment substance directive request

MECHANICAL DATA

• Case: Mini Melf, Glass

• Terminals: Solderable per MIL-STD-750, Method 2026

• Polarity: Cathode Band

• Marking: Cathode Band Only

• Weight:  0.03 grams

MINI-MELF/LL-34 Unit : inch (mm)
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MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS (TJ =25°C unless otherwise noted)
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HIGH VOLTAGE SURFACE MOUNT SWITCHING DIODES
VOLTAGE 100 to 200 Volts POWER   300  mWatts

NOTE:

1. CJ at VR=0, f=1MHZ

2. From IF=10mA to IR=-1mA, VR=6Volts, RL=100Ω
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Fig.2 TYPICAL CAPACITANCE vs REVERSE VOLATGE
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2. MARKING

Cathode band
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3. TAPING
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Top covery tape thickness(t1)
0.10(.004) max. Thick

Embossed carrier tape

Embossed cavity

SYMBOL mm(inch)

TYPE SIZE 8.00 (0.314)

B1 3.70 ( 0.146 )max.

D 1.50 0.10 ( 0.059 0.004 )

A 180.0 ( 7.0 )max.

N 60.0 ( 2.362 )min.

C 13.0 0.5 ( 0.51 0.02 )

E 1.75 0.10 ( 0.068 0.003 )

F 3.50 0.05 ( 0.138 0.002 )

K 1.80 ( 0.017 )max.

P 4.00 0.10 ( 0.157 0.003 )

Po 4.00 0.10 ( 0.157 0.003 )

P2 2.00 0.10 ( 0.079 0.003 )

t 0.20 ( 0.008 )max.

W 8.00 0.30 ( 0.315 0.012 )

T 14.90 ( 0.587 )max.

+ +

+ +

+ +

+ +

+ +

+ +

+ +

+ +

Note:

1. Ao,Bo,Ko are determined by component size. The clearance between
the component and The component and the cavity must be with in
0.05mm (0.002" )min. to 0.65mm (0.025" )max. For 12mm tape, 0.05mm
(0.002" )min. To 0.90mm (0.035" )max. For 16mm tape.

2. In addition, the components cannot rotate more than 20 within the
determined cavity, see sketch a below.

o
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4. PACKING

COMMODITY:
TYPE:
Q'TY:
LOT NO.
N.W.
G.W.

PANJIT
INTERNATIONAL INC.

SIDE MARK
C/NO.

260

380

385

SHIPPING MARK

C/NO.
PRODUCT COUNTRY

Box Dimensions :mm
Quantity per Box:

REEL PACKING

CARTON

LABEL TYPE

Quantity per Reel: 2,500 pcs

120,000pcs
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Bulk Packing
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Reel Packing
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Ammunition Packing
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