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 1.DATA  SHEET

FEATURES

• Plastic package has Underwriters Laboratory
  Flammability Classification 94V-O utilizing
  Flame Retardant Epoxy Molding Compound

• Exceeds environmental standards of MIL-S-19500/228.

• Ultra Fast switching for high efficiency.

• Pb free product are available : 99% Sn above can meet RoHS

  environment substance directive request

  

MECHANICAL DATA

Case: Molded plastic, DO-201AD

Terminals: Axial leads, solderable per MIL-STD-750,Method 2026

Polarity:  Band denotes cathode

Mounting Position: Any

Weight: 0.04 ounce, 1.1 gram

UF5401G~UF5407G

GLASS PASSIVATED JUNCTION ULTRAFAST SWITCHING RCTIFIER

NOTES:

1. Measured at 1 MHz and applied reverse voltage of 4.0 VDC.
2. Thermal Resistance from Junction to Ambient and from Junction to lead length 0.375”(9.5mm) P.C.B. mounted.
3. Test Condition: Ta = Tj Per pulse test pulse width 300uS duty ≤ 2%

DO-201AD Unit: inch(mm)
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MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICSFEATURES

Ratings at 25°C ambient temperature unless otherwise specified.

Single phase, half wave, 60 Hz, resistive or inductive load.

VOLTAGE 100 to 800 Volts 3.0 AmperesCURRENT

RETEMARAP LOBMYS G1045FU G2045FU G3045FU G4045FU G5045FU G6045FU G7045FU STINU

egatloVesreveRkaePtnerruceRmumixaM V RRM 001 002 003 004 005 006 008 V

egatloVSMRmumixaM V RMS 07 041 012 082 053 024 065 V

egatloVgnikcolBCDmumixaM V D C 001 002 003 004 005 006 008 V

)mm5.9("573.tnerruCdrawroFegarevAmumixaM
Ttahtgneldael A 55= O C IAV 0.3 A

-enisflahelgnissm3.8:tnerruCegruSdrawroFkaeP
)dohtemCEDEJ(daoldetarnodesopmirepusevaw IFS M 051 A

A0.3taegatloVdrawroFmumixaM V F 0.1 3.1 5.1 7.1 V

TtnerruCesreveRCDmumixaM J 52= O C
TegatloVgnikcolBCDdetaRta J 001= O C IR 0.01

003 Au

)1etoN(ecnaticapacnoitcnuJlacipyT C J 57 Fp

)2etoN(ecnatsiseRlamrehTlacipyT Rθ AJ 06 O W/C

)3etoN(emiTyrevoceResreveRmumixaM TRR 05 57 sn

egnaRerutarepmeTegarotSdnanoitcnuJgnitarepO TJ T, S TG 051+OT55- O C

Approve Sheet Part Number: UF5401G SERIES

Fax : 02-25215390 極象有限公司 Tel : 02-25651052



PAGE  .  2STAD-SEP.01.2004

Fig.1 FORWARD CHARACTERISTICS Fig.2 FORWARD CURRENT DERATING CURVE

Fig.3 TYPICAL REVERSE LEAKAGE CHARACTERISTICS Fig.4 PEAK FORWARD SURGE CURRENT

INSTANTANEOUS FORWARD VOLTAGE,VOLTS
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2. MARKING

UF5401G

Y W W P

Marking code

Cathode band

PanJit logo

Last digit of calendar yearY-

1st line:

2nd line:

WeeklyWW-

Production lineP-
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Approve Sheet Part Number: UF5401G SERIES

Fax : 02-25215390 極象有限公司 Tel : 02-25651052



PAGE . 4

3. TAPING

Axial lead devices are packed in accordance with EIA standard RS-296-E and specifications given below.

COMPONENT  OUTLINE
COMPONENT PITCH A INTER TAPE PITCH B CUMULATIVE  PITCH

TOLERANCE± 0.5mm ± 1.0mm

DO-201AD 10.0mm 52.0mm 1.0mm/20pitch

ITEM SYMBOL SPECIFICATIONS(mm) SPECIFICATIONS(inch)

Tape width T 6.0±0.4 0.236±0.016

Component alignment Z 1.2max 0.048max

Exposed adhesive E 0.8max 0.032max

Body eccentricity L1-L2 1.0max 0.040max

NOTES: Each component lead shall be sandwiched between tapes for a minimum of 3.2mm (0.126")

A
Z 90o +_ 5o
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T
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COMMODITY:
TYPE:
QT'Y:
LOT NO.
N.W.
G.W.

PANJIT
INTERNATIONAL INC.

SIDE MARK

C/NO.

330

276

399

SHIPPING MARK

C/NO.
PRODUCT COUNTRY

Box Dimensions : mm
Quantity per Box: 10,000 pcs

CARTON

LABEL TYPE

75

255

150

Box Dimensions : mm

Quantity per Box: 1,250 pcs

AMMUNTION PACKING

4. PACKING

STAD-MAR.03.2004

TYPE:

MARKING:

PART NO:

LOT NO:

QTY:
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Bulk Packing
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Reel Packing
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Ammunition Packing
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5. HIGH  RELIABILITY  TESTING  SPEC.
ON METITSET NOITIDNOCTSET TNEMUCODECNEREFER LEVELYTILAUQTOL KRAMER
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