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GS1GF SERIES

FEATURES
• For surface mounted applications
• Low profile package
• Built-in strain relief
• Easy pick and place
• Plastic package has Underwriters Laboratory Flammability Classification

94V-O
• Low Forward Drop
• High temperature soldering : 260oC/10 seconds at terminals
• Glass Passivated Chip Junction
• Lead free in comply with EU RoHS 2002/95/EC directives.
• Green molding compound as per IEC61249 Std. . (Halogen Free)

MECHANICAL   DATA
  • Case: SMAF molded plastic
  • Terminals: Solder plated, solderable per MIL-STD-750,Method 2026
   • Polarity : Color band denotes cathode end

SURFACE MOUNT RECTIFIER

NOTES :
   1. Mounted on 48cm2 FR-4 PCB.

VOLTAGE 400-1000 Volts 1 AmpereCURRENT

MAXIMUM  RATINGS  AND  ELECTRICAL  CHARACTERISTICS (TA=25oC unless otherwise noted)

1 2

Cathode Anode

PAR AMETE R SYMB OL GS 1GF GS 1J F GS1 K F GS1 MF U N ITS

Re curre nt Pe ak  Reve rse  Vo lta ge V RRM 40 0 6 00 8 00 100 0 V

RMS  Vo ltag e V RMS 28 0 4 20 5 60 7 00 V

D C  B lock i ng  Vo lta ge V R 40 0 6 00 8 00 100 0 V

A verage  Forwa rd  C urrent IF(AV) 1 .0 A

Pe ak  F orwa rd  S urg e  C urrent :  8 .3ms  s i ng le  ha lf  s i ne -wave
super i mpo se d on ra ted  lo ad (JED EC  me tho d) IF S M 3 0 A

Forwa rd  Vo ltag e  a t 1 .0 A V F 1 .1 V

D C  Reverse  C urrent a t Ra ted
D C  B lock i ng  Vo lta ge TJ=2 5 OC IR 1 .0 μA

Typ i ca l Junct i o n capa ci tance V R=4V,1MHZ C J 7 p F

Typ i ca l Therma l Res i s ta nce  ,Junct i on to  Le ad  (Note  1 )
                                      Junc t i on to  Amb i ent (No te  1 ) RθJL

R θJA

2 0
8 3

OC  / W

Ope ra ti ng  Junc ti o n Temp era ture  and  S to ra ge  Temp era ture  Ra nge TJ,TS TG -55  to  +150 OC
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RATING AND CHARACTERISTIC CURVES
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VF, Forward Voltage (V)
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VR, Reverse Bias Voltage (V)C
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TL , Lead Temperature  (°C)
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Fig.3 Typical Reverse Characteristics Fig.4 Typical Forward Characteristics

Fig.1  Forward Current Derating Curve Fig.2 Typical Junction Capacitance

GS1GF SERIES

APPROVE SHEET ISSUE DATE : April 23,2012

Approve Sheet Part Number:: GS1GF SERIES

Fax : 02-25215390     極象有限公司     Tel : 02-25651052


	強茂承認書封面
	目錄5-7
	GS1GF_SERIES_120130_REV.00
	SMAF-(S)膠殼ok--120117
	2013  Packing
	HI-REL test condition (Schottky & Switching & Rectifiers & Bridge)rev.01



